
Conversion plug Celling-mount fittings

BR-1(base unit) BR-HC5000S

Note:Used in combination with the base unit.

VLT-HC5000LP

HC5000

The Advent, of Full high-definition Theater.

The Full High-Definition Projector

MITSUBISHI HOME THEATER PROJECTOR

To find out more about HC5000 and our projectors, visit us at
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Projection system

Panel size

Number of pixels

Drive system

Array

Zoom/focus operation

Lens shift

f (mm)

Light source lamp

Optical system

Iris 

Brightness (lm)

Contrast ratio

Resolution

PC

PC input

Horizontal (kHz)

Vertical (Hz)

Panel specs

Optical specs

Projection screen size (inches)

Images

Input signal system

Input
Video

Fan noise

Power supply voltage

Power consumption (W)

Weight (kg)

Main unit dimentions

Serial/RS-232C standard

Supplied accessories

Mini D-Sub15 pin

RCA terminal

S-Video terminal 

RCA terminal 

Analog RGB

Composite

S

Component

Width X depth X height(mm)

Functions

Other

Transmissive liquid crystal system

0.74 type X 3  Aspect ratio 16:9

1920 X 1080

3 primary color liquid crystal shutter system

Stripe pattern

 Mortorized

 Mortorized up-down 75% / right-left 5%

23.5~37.6

160W

Mirror color separation/prism synthesis system

Auto-iris

50~300 

1000

10,000:1 (auto-iris)

VGA*640 X 480~SXGA*1280 X 1024

15~100

50~120

PC/AT compatibles, Mac

1 terminal

1 terminal

1 terminal

1 terminal(Component can be also input to Mini D-Sub15 pin)

1 terminal (D-Sub9 pin)

19dBA (at low mode)

AC100-240V  50/60Hz

250

5.6

334 X 352 X 125(excluding height adjustment)

Model 

*: VGA,SXGA is a registered trademark of IBM Corporation of the United States.

Operation
frequency

Power source cord (2.9m),  remote control, AA batteries (X2), RGB signal cable, RS-232C 
cable, lens cap (attached to projector), lamp replacement tray

HDMI terminal/
DVI-D terminal (HDCP compatible)

Digital RGB 1 terminal each

HC5000

Specifications

Video
NTSC, NTSC4.43, PAL (including PAL-M and N), SECAM, PAL-60

Video input : 480i/p, 576i/p, 1080i 60/50, 1080p 60/50/24, 720p 

Options



Refining Inspirational Picture Quality,with Next-Generation Liquid Crystal.

On today's digital frontlines, liquid crystal has taken on bold new powers of expression.

Unparalleled performance, faithful reproduction of 1080i high picture quality.

Subtle colors, clear light-shade contrast, essentially smooth definition.

Our newly developed full high-difinition compatible optical engine,

defined by with cutting edge technology.

Bringing the thrill of full high definition, to all viewers.

The world has awaited, this projector.

With the new-generation liquid crystal C2FINETM* onboard, the expression of 

high-definition source visual information (1920 X 1080 dots) is no holds barred. 

Our newly perfected high-difinition compatible lens,

teamed up with other sophisticated optical engines, 

reproduces high-definition images with astonishing clarity and detail.

Full high-definition (1920 X 1080) 720P panel (1280 X 720)

Defining full high-difinition

compatible picture quality, 

with liquid crystal.

21

*C2FINE is a trademark of Seiko Epson.


